NATIVE OR
SELECTED
BACKFILL

EXISTING GROUND LINE1

3'-0" MIN.

/TRENCH WALL ——_|

1-0" | O.D.PIPE

1-0°

MIN.

MIN.

BEDDING MATERIAL e
(NOT A PAY ITEM BN

0.D. PIPE

SUBSIDIARY TO PIPE) i\ . Oy

4

PIPE BEDDING FOR DUCTILE IRON
AND REINFORCED CONCRETE PIPE
15" DIAMETER AND LARGER

NATIVE OR
SELECTED
BACKFILL

EXISTING GROUND LINE

NATIVE OR

SELECTED BACKFILL

\

| — TRENCH WALL —_|
30" MIN.

70" O.D. PIPE 10

BEDDING MATERIAL
(NOT A PAY ITEM
SUBSIDIARY TO PIPE)

FOUNDATION MATERIAL (WHEN j/

REQUIRED, SEE NOTE)

MIN. MIN.

*

0O.D. PIPE

4

VARIES

* 6 INCH MINIMUM FOR ALL PRESSURE RATED
FLEXIBLE PIPES (C900 OR C905) OR NON-PRESSURE
RATED FLEXIBLE PIPES THAT ARE SDR 26 SCHEDULE
40 OR STRONGER. 18 INCHES ARE REQUIRED FOR
NON-PRESSURE RATED FLEXIBLE PIPE LESS THAN
SDR 26 SCHEDULE 40.

THIN 14 GAUGE COPPER
TRACER WIRE (FOR WATER MAINS)

PIPE BEDDING AND FOUNDATION MATERIAL
FOR ALL PIPE EXCEPT DUCTILE IRON
AND REINFORCED CONCRETE

EXISTING GROUND LINE\ NATIVE OR SELECTED BACK FILL‘\

EXISTING GROUND LINE‘\‘

30" MIN.

TRENCH WALL ]

1-0" | O.D.PIPE

MIN.

0.D. PIPE

BEDDING MATERIAL Jk e

4"

(NOT A PAY ITEM
SUBSIDIARY TO PIPE)

PIPE BEDDING FOR DUCTILE IRON
AND REINFORCED CONCRETE PIPE
15" DIAMETER AND LARGER

WITH GEO-TEXTILE

FABRIC

\

/TRENCH WALL ——_|
3-0" MIN.

1-0" | O.D.PIPE 1-0"

AS PER MANUFACTURER

1-0" /GEO—TEXTILE FABRIC TO OVERLP —— | BRI SRR FR

BEDDING MATERIAL / .

MIN. MIN.

*

0.D PIPE

(NOT A PAY ITEM
SUBSIDIARY TO PIPE)

VARIES

FOUNDATION MATERIAL

(WHEN REQUIRED, SEE NOTE)

PIPE BEDDING AND FOUNDATION
MATERIAL FOR ALL PIPE EXCEPT

DUCTILE

IRON AND REINFORCED

CONCRETE WITH GEO-TEXTILE FABRIC

I * 6 INCH MINIMUM FOR ALL PRESSURE RATED

FLEXIBLE PIPES (C900 OR C905) OR NON-PRESSURE
RATED FLEXIBLE PIPES THAT ARE SDR 26 SCHEDULE
40 OR STRONGER. 18 INCHES ARE REQUIRED FOR
NON-PRESSURE RATED FLEXIBLE PIPE LESS THAN
SDR 26 SCHEDULE 40.

THIN 14 GAUGE COPPER
TRACER WIRE (FOR WATER MAINS)

NOTE:

WHEN "FOUNDATION MATERIAL” IS REQUIRED /APPROVED
BY THE CONTRACT ADMINISTRATOR, IT SHALL BE PAID

AS AN AGREED UNIT PRICE OF $20 PER CUBIC YARD
INSTALLED, BASED ON THE INCREASED DIMENSIONS OF
THE MATERIAL ADDED TO STABILIZE THE TRENCH BOTTOM.

NOTE:

WHEN REQUIRED BY THE CONTRACT ADMINISTRATOR,
WATER SHALL BE ADDED TO THE MATERIAL EXCAVATED
FROM THE TRENCH WHEN NECESSARY TO MEET
SPECIFICATIONS, DURING COMPACTION, AT THE AGREED
UNIT PRICE OF $50 PER 100 CUBIC FEET OF WATER
APPLIED TO COMPLETE THE COMPACTION.

SHAFER

E-10679

PIPE BEDDING
L.S.P. 185




